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Valve box
VD06021SDNAPB0702-1

Life 
Science 

Our product brands:

IMI Adaptas
IMI FAS

– Independent valve box 
available with 6/2 valve 

– Easy to connect and 
control – Available will 
RS-232 communications 
through 9-pin female 
D-sub connector or USB 
2.0 Type B 

– 24V Power supply 
included 

– Standalone control – 
Both manual control, or 
digital I/O, are selectable 
using the membrane 
buttons 

– #10-32 cone bottom 
fittings with 0.012” orifice 

Available with 6/2 valve:

Rotary shear valve 6 port, 2 position
Part no.: VD06021SDNAPB0700-1

COMING SOON
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VD  06  02  1  SD  NA  PB  070  2 -1
Rotary shear valve part numbering

Valve type Substitute

Valve, driven VD

Valve, manual VM

Repair kit RK

Number of ports Substitute

4 ports 04

6 ports 06

8 ports 08

9 ports 09

10 ports 10

11 ports 11

12 ports 12

13 ports 13

16 ports 16

Number of positions Substitute

2 positions 02

3 positions 03

4 positions 04

6 positions 06

8 positions 08

10 positions 10

12 positions 12

Port style Substitute

#10-32 Cone 1

#1/4-28 Flat 2

#5/16-18 Flat 3

#1/4-28 Cone 4

#6-32 Cone 5

Valve electronics Substitute

None 0

Driver PCB 1

Valve box 2

Rated pressure (psi) Substitute

Undefined 000

500 005

1700 017

3900 039

5000 050

5500 055

6000 060

7000 070

Rotor material Substitute

PEEK PK

Stainless steel SS

Stainless steel with DLC SD

Ceramic CM

PEEK blend PB

UHMWPE UH

Polyimide PI

Seal material Substitute

PEEK PK

Stainless steel SS

Stainless steel with DLC SD

Ceramic CM

PEEK blend PB

UHMWPE UH

Polyimide PI

Not applicable NA

Stator material Substitute

PEEK PK

Stainless steel SS

Stainless steel  with DLC SD

Ceramic CM

PEEK blend PB

UHMWPE UH

Polyimide PI

* 1)  Modifier (if needed, at the end): 
“-000” (tbd) 
“-KIT” (accessories included)

Configurations available

Type Operating pressure Part no. *2)

(bar) (psi)

6 port, 2 position manual 483 7000 VM06021SSPKPI0700 

6 port, 2 position 379 5500 VD06021SSNAPI0550 

4 port, 3 position 117 1700 VD04032PKPKPK0170 

8 port, 4 position 269 3900 VD08042PKPKPK0390 

9 port, 8 position 117 1700 VD09082PKPKPK0170 

13 port, 12 position 117 1700 VD13122PKPKPK0170 

4 port shuttle valve 38 550 VD04002PKNAUH0050 

Available on request:

4 port, 2 position 269 3900 VD04022PKPKPK0390

8 port, 2 position 34 500 VD08021PKPKPK0050

Coming soon:

VALVE BOX (6/2) 483 7000 VD06021SDNAPB0702-1

6 port, 2 position 483 7000 VD06021SDNAPB0700-1

6 port, 2 position 483 7000 VD06021SDNAPB0700-2

*2) Step Master PCB available to all models.

*1)


